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ESTUS DENTAL COMPLEX: EXPAND THE FUNCTI
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ENDODONTIC MOTOR

FEATURES AND BENEFITS:

- endodontic burs and brushes of the «GentleBrush File»
type.

- SAF (Self Adjusting File);

- reciprocating NiTi systems with programmable rotating

angle (clockwise and counter clockwise);

- all types of NiTi files with continuous rotation;
Preparation with the following systems:

Operation with 3 types of heads:
- RT type for rotary NiTi and reciprocal files (speed 200-
1200 rpm);
- SAF type for SAF files (speed 3500-9500 rpm);
- GF type for endodontic burs and brushes of the
«GentleBrush File» type  (speed 3000-9000 rpm)

Quick and reliable connection / disconnection of the heads
to/from the endomotor handpiece due to a magnetic lock.

Automatic detection of the type of connected head with
automatic adjustment of the endomotor to the selected
mode of operation

Easily replaceable battery units always keep the handpiece
in operating condition. 2 types of blocks - with mains
charging or using a charging stand

working zone (upper 180 ) of Ring Switch°

Prevention of accidental switch on due to restriction of

Maximal  comfort  in operation is provided by a single
button  - Ring Switch, especially for endodontists working
with endomicroscopes. Convenient both for left - and right-
handers.

Excellent ergonomic characteristics of handpiece:
-specifically designed, provides a super balanced position
in the dentist's hand,
-low weight and excellent visibility of indicators location is
in the direct closeness to the working zone

Two apexlocators:
- built-in, for the safe canal preparation
- external, intergrated into the SMART-B stand forESTUS
working canal length determination.

Endo Motor can perform either as autonomous device or
as a part of ESTUS dental complex, the main part of witch
is control unit.ESTUS MULTI

In autonomous mode, the endomotor works either
separately or in pair with the "smart" stand "ESTUS SMART-
B", which provides control of all endomotor settings,
displays current parameters and performs the function of
an external APEXLOCATOR.  When working with SAF files, it
must be paired with an irrigation pump «" PUMP"ESTUS

DEVICE FOR ROOT CANAL PREPARATION

DEVICE CONTROLS AND INDICATION:

TOUCH BUTTONS
OF ENDO MOTOR

SETTINGS

ESTUS SMART-B

RT

RT (reciprocation)
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TO EXTEND THE FUNCTIONALITY TO MAXIMUM

ESTUS SMART-B
stand

ESTUS DRIVE
endomotor handpiece-

Easily replacing
battery unit

2 types)(

Changable sterilizable heads

POWER: battery 3.7V,  2000 mAh
DISPLAY: OLED (1,3”)
BUILT-IN RADIO MODULE G z not <3 m
DIMENSIONS: 100 * 60 * 40 mm /WEIGHT: 80 g

: 2,4 Н ( )

POWER: battery unit 1600 mAh
SPEED : 200 - 9500 rpm; TORQUE: 0,1 - 5,1 Ncm
ROTARY ANGLE: 10° - 180°
BUILT-IN RADIO MODULE G z not <3 m

or 800 mAh

: 2,4 Н ( )
( ) : 1 0DIMENSIONS: 210*33*51mm without head / WEIGHT 4 g

FUNCTIONS OF AUTONOMOUS OPERATION WITHOUT ESTUS SMART-B STAND:« »

ESTUS PUMP
(for operation with SAF-filesс )

ESTUS MULTI
control unit

ESTUS ONE-B stand

ESTUS ENERGY-S
battery unit

charge stand

ESTUS DRIVE
endomotor-
handpiece

4 programs with fixed settings
for working with Ni-Ti files of
continuous rotation and 1
program for working with
reciprocal files

Torque control function:
- indication of the current Torque value on the
LED panel of the handpiece
- the function of automatic optimal control of
the Torque when the
file reach maximum set values

"Safety Torque Reverse"

built-in Apexlocator:
- indication of the current distance to
the apex on the LED panel of the
handpiece
- function
- when the apex is reached

"Apical Slow Down"
Auto-reverse

with RT head» :

wireless control of the "ESTUS PUMP" pump
by radio channel5 programs with one fixed file

rotation speed and different
irrigation solution feed rate

with SAF head»:

built-in timer for the motor and pump.
Indication of the current timer value on the
LED panel of the handpiece

2 programs for working with burs at a
speed of 6500 rpm and for working with
endodontic brushes of the “GentleBrush
File" type at a speed of 3000 rpm

with GF head»:

the ability to change all operating parameters of the endomotor "ESTUS USB"when using a special adapter

wide library of all famous NiTi rotary
systems

ТR SAF             GF

ADDITIONAL FUNCTIONS WHEN USING A « »ESTUS SMART-B STAND:

the ability to program the rotation angles of reciprocal files clockwise and counterclockwise

external Apexlocator when the cable with electrodes is connected  to the stand

setting and indication of all operating parameters endomotor with stand

ESTUS PUMP irrigation pump

ESTUS USB adapter

ESTUS ADDITIONAL FUNCTIONS:

on/off  TORQUE and/or APEXLOCATOR
indications  on the LED panel of the
handpiece

on/off the "Apical Slow Down" and/or
Auto-reverse functions when the apex
is reached

setting and indication of all operating
parameters of the endomotor using
the "ESTUS MULTI touch screen”

selecting the direction of rotation of the Ni-Ti files in each of the 5 programs - direct, reverse or reciprocal

adjustment of speed of rotation of all types of files and torque for Ni-Ti files

POWER: battery unit 1600 mAh
-20

BUILT-IN RADIO MODULE G z not <3 m
DIMENSIONS: 118 * 100 * 60 mm /WEIGHT: 155 g

PUMP WORKING  EFFICIENCY - 1 ml/min
: 2,4 Н ( )
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